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งานวิจัยนี้เป็นการศึกษาการใช้สารดูดซับที่ผลิตจากเปลือกมันสำปะหลังในการกำจัดสีย้อมรี 

แอกทีฟโทนสีแดง สารดูดซับที่ใชิในการวิจัยมีวิธีการเตรียมต่างกัน 3 แบบ คือ 1) เผาเปลือกมัน 

สำปะหลังให้เป็นถ่านที่อุณหภูมิ 500°c เวลา 1 ชม 2) กระตุ้นด้วยสารละลายกรดฟอสฟอรีก ท่ี 

อุณหภูมิ 350°c เวลา 3 ชม แซ่ในสารละลาย NaHC03 และ 3) กระตุ้นด้วยสารละลายกรดฟอลฟอรีก 

ที่อุณหภูมิ 350°c เวลา 3 ซม และล้างด้วยนํ้าร้อน คืกษาลักษณะสมบัติทางกายภาพและทางเคมีของ 

สารดูดซับ คืกษาความเป็นไปได้ในการใช้สารดูดซับกำจัดสีย้อมรีแอกทีฟ ศึกษ'าสภาวะ,ที่เหมาะสมใน 

การดูดติดผิว โดยเปลี่ยนแปลงค่า พีเอซ เวลาลัมผัล ปริมาณของสารดูดซับ และเพื่อหาประสิทธิภาพ 

ในการดูดติดผิวของสารดูดซับ โดยทำการทดสอบไอโซเทอมของสารดูดซับ และทำการทดลอง

แบบต่อเนื่องในกังดูดติดผิวแบบคอลัมน์ขนาดเล้นผ่านศูนย์กลาง 2.54 เซนติเมตร ทำการป้อนนํ้าเสีย 

แบบไหลลง ที่มี'ชั้นสารดูดซับ 0.3 เมตร และมีเวลาสัมผัสกังเปล่า 10, 20 และ 30 นาที ตามลำดับ

จากการทดลองการเตรียมสารดูดซับจากเปลือกมันสำปะหลังโดยการกระตุ้นด้วยสารละลาย 

กรดฟอสพ่อริก ภาวะที่เหมาะสมคือ ที่อุณหภูมิ 350°c เวลา 3 ช่ัวโมง ล้างสารละลายกรดด้วยนํ้าร้อน 

ได้ผลิตภัณฑ์สารดูดซับ 34.18% และสารดูดซับที่ได้มีสมบัติ คือ ร้อยละของเถ้า 4.8 ค่าการดูดซับ 

ไอโอดีน คือ 473 ทาg/g พื้นที่ผิว 354.99 ทา2/g และปริมาตรโพรง 0.2552 cm3/g จากผลการทดลอง 

แบบแบตซ์พบว่า ท่ี pH 3 ประสิทธิภาพการกำจัดสีย้อมได้ดีที่สุด คือ 94% จากการทดสอบไอโซเทอม 

การดูดติดผิวแบบแลงมัวร์ และ,ฟรุนดลิซ พบว่าการดูดติดผิวของสารดูดซับสามารถอธิบายได้ด้วย 

รูปแบบไอโซเทอมทั้ง 2 แบบ ที่ค่า r2 ใกล้เคียงกันคือ 0.9297 และ 0.9408 ตามลำดับ และ 

ความลามารถในการดูดซับสีคือ 270.27 ทาg/g จากการทดลองแบบต่อเนื่อง ลามารถกำจัดสีย้อมใน 

นํ้าเสียก่อนเบรคทรูจ์ภาวะที่เหมาะสมของสีรีแอกทีพ่แดงที่เวลาสัมผัส 30 นาที เท่ากับ 1150 ปริมาตร 
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The objective of this research was to study the feasibility of using adsorbent 

produced from cassava peel for color removal. Adsorbent used เท this study were prepared 

by 3 different conditions such as : 1) burn at 500°c, 1 hr ; 2) activated by H3P04at 350°c, 3 

hr followed by NaHCOj washing and 3) activated by H3P04 at 350°c, 3 hr followed by hot 

water washing : Physical and Chemical Characteristics of three adsorbents were determine. 

Each adsorbent were tested with synthetic wastewater contained reactive dye (C.I.Reactive 

180) to find the optimum condition of color removal efficiency condition varied in this 

experiment were pH, contact time and reactive dye concentration. Then isotherm test was 

conducted with the best color removal efficiency adsorbent. Finally, The continuous studies 

of adsorption used down -  flow 2.54 cm. diameter column with 0.3 m. adsorbent height and 

empty bed contact time (EBCT) of 10, 20 and 30 minites.

From the experimental results, the optimum conditions for adsorbent obtained were 

activated by H3P04 at 350°c for 3 hr follow by hot water washing. The characteristics of 

adsorbent in this study yielded 34.18%. Result from adsorbent property analysis showed 

ash, iodine adsorption, surface area and pore specific volume were equal to 4.8%, 473 

mg/g, 354.99 ทา2/g and 0.2552 cm3/g respectively. From batch studies, The higest color 

removal efficiency was achieved at 94% at pH 3. From adsorption isotherm test can explain 

by Langmuir isotherm and Frundlich isotherm at r2 equal 0.9297 and 0.9408 respectively. 

Adsorption capacities is equal to 270.27 mg/g. From continuous studies, the loading and 

average efficiency of color removal are 1150 bed volume
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