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เท the study of using crosslinked polyvinyl alcohol with glutaric acid membrane to remove water 

from crude extract from Cassia siamea by pervaporation process, firstly the systhesized membranes 

were prepared and tested with sorption process. It was found that sorption ability of water and crude 

extract in membrane were better than ethanol.

The crude extraction with 15 %(v/v) ethanol solution in stirred tank had barakol content of 1.69- 

1.95 %(weight/dried leaves weight) and increasing deactivation of barakol was found with increased 

temperature.

The removal of ethanol from crude extract from Cassia siamea by evaporation process with 

rotary evaporator were studied at pressure -25 inHg. and temperature 60 ๐c. It was found that barakol in 

crude extract was concentrated 37.78 %. The removal of water from crude extract from evaporation 

process by pervaporation process in plate and frame module were performed at various permeate 

pressure(20,30,40 mbar.),temperature of feed solution( 30 ,35, 40 ๐c ),feed solution flow rate(5,80,130 

lit/hr.) and recycle time(1,4,8 hr.). It was found that water permeation flux was increased with increasing 

feed temperature and with lowering permeate pressure. Barakol can not permeate through the 

membranes because of its molecular size and complex structure. The suitable condition in this study is at 

a permeate pressure 20 mbar, feed temperature 40 ๐c .feed flowrate 5 lit/hr. and recycle time 4 hr. The 

barakol in crude extract was concentrated 44.51 %.
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a แอคติวิด ี(activity^องสาร (-)

A พื้นที่ถ ่ายเทมวลสารของเยื่อแผ่น (m2)

ช ลัมประลิทธิ้พลาสติไชชิง(Plasticizing coefficient) (m3.g 1)

Ci ความเข้มข้นของสารในเยื่อแผ่น (g.L1)

Di ลัมประลิทธี้การแพร่ของสารผ่านเยื่อแผ่น (m2.hr1)

D s ดีกรีการพองตัวของพอลิเมอร์ (%)

D m นํ้าหนักชองเยื่อแผ่นขณะที่แห้ง (g)

Eo พลังงานกระตุ้นปรากฎของการแพร่ (J.mol'1 K’1)

E p พลังงานกระตุ้นปรากฏของการซึมผ่าน (J.m ofV1)

F นํ้าหน ักสารละลาย (g) ,

H Henry ‘ร law coefficient (g.L'1 bar'1)

J p เพอร์มิเอชันฟลักช์ (g .m 'V 1)

Kl ลัมประลิทธ ี้การกระจายตัว(Distribution coefficient) (-)

1. ความหนาของเยื่อแผ่น (m)

Pii ความตันย่อยของสาร i ในตัานเพอร่มิเอต (mbar)

Pi ความตันด้านเพอร์ม๊เอต (mbar)

P ค่าเพอร์มเอบ ิล ิต ี( Permeability) (g.m'1 hr'1mbar'1)

R ค่าคงที่ของก๊าซ (J. mol"1 K 1)

T อุณหภูม ิ ( ° C )



t เวลา (hr)

V ปริมาตรเ1ชง'โมล (-)

V ปริมาตรสารละลาย (ml)

พ นํ้าหนักเพอร์มิเอต (g)

rç » นํ้าหนักของเยื่อแผ่นที่พองตัวเต ็มที่ในสารละลาย (g)

X เศษส่วนโดยมวลของสารในสายป้อน (-)

Y เศษส่วนโดยมวลของสารในด้านเพอร์ม ิเอต (-)

P Enrichment factor (-)

a ค่าการเลือกสารของเยื่อแผ่น( Selectivity ) (-)

Ml ตักย์,ทางเคมี'ของสาร 1 (-)

Yi แอคติวิตี โคอิฟิเซียน(activity coefficient) (-)
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