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ใช้จะทำให้อัตราการกำจัดไซยาไนด์มีค่าเพ่ิมข้ึน แต่ว่าพลังงานท่ีต้องใช้เพ่ือกำจัดไซยาไนด์ 1 กิโลกรัมก็จะมีค่า 
เพ่ิมข้ึนตามไปด้วย การเพ่ิมข้ึนของอีดีทีเอในน้ําเสียจะทำให้อัตราการออกซิเดชันของไซยาไนด์มีค่าดีข้ึนเล็กน้อย และ 
ปฏิกิริยาท่ีเกิดข้ึนพบว่าเป็นปฎิกิรึยาอันดับหน่ึงเม่ือเทียบกับความเข้มข้นของไซยาไนด์ โดยเม่ือใช้กระแสไฟฟ้า
เท่ากับ 2.5 แอมแปร์ เม่ือไม,มีอีดีทีเอจะต้องใช้พลังงาน 170.17 กิโลวัตต์-ช่ัวโมง เพ่ือกำจัดไซยาไนด์ 1 กิโลกรัม 
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This research was to investigate effect of EDTA on cyanide treatment เท synthetic wastewater 
using electrochemical process and photocatalytic process with Ti02 as a catalyst. Comparisons of 
efficiency and ability of cyanide destruction were carried out by vary parameters. เท electrochemical 
process, electrical current and EDTA:CN’ molar ratio were varied. Titanium dioxide concentration, airflow 
rate, and EDTA:CN' molar ratio were varied in this research on photocatalytic process. The initial 
concentration of cyanide was 100 milligram per liter as CN' and initial pH was 12.5.

For electrochemical process, efficiency of electrochemical process seems to be increased when 
molar ratio of EDTA:CN" is slightly higher. Higher electrical current, higher efficiency have got, but the 
energy used for oxidized 1 kilogram of cyanide was also increased. Using current of 2.5 ampere, with 
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lowering of cyanide oxidation rate. Energy consumption for destruction 1 kilogram of cyanide was 1280 
kilowatt-hour (384.00 baht per cubic meter of wastewater). Both electrochemical and photocatalytic 
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