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i ' การใช้พลังงานในการผลิตกระแสไฟฟ้าของกังหันก๊าชในโรงไฟฟ้าพลังความร้อนร่วมพระนครใต้ ซ่ึงใช้พลังงานก๊าซธรรมชาติเป็น
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หน่วยผลิตมีค,าต่ําลง{ 1

จากการดำเนินการในปี 2540 กังหันก๊าช CT-10I มีกำลังผลิตโดยเฉลี่ยลุ[งขึ้นกว่าปี 2539 เท่ากับ + 296 กิโลวัตต์ และค่า Heat Rate 
ต ํ่าลงกว ่าป ี2 53 9 เท ่า ก ับ -211.45กิโล$ล/กิโลวัตต์-ช.ม.ส่วน CT-102 มีกำลังผลิตโดยเฉลี่ยลุ(งขึ้นกว่าปี2 53 9 เท่ากับ + 295 กิโลวัตต ์และค่า 
Heat Rate ตํ่าลงกว่าปี 2539 เท่ากับ - 147.13 กิโลชุล/กิโลวัตต์-ช.ม. ซึ่งทั้ง CT-101 และ CT-102 นั้น สามารถประหยัดพลังงานไต้แต่ละ 
เครื่อง เท่ากับ 175,723.62 ล้านกิโลชุล/ปี และ 119,306.10 ล้านกิโลชุล/ปี ตามลำคับ คิดเป็นพลังงานที่ CT-101 และ CT-102 ประหยัดไต้ 
เท่ากับ 1.797 % และ 1.243 % ตามลำคับ
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Electricity generating is an industrial that consume must more fuel in its process. This study aims to research how 
South Bangkok Combined Cycle Power Plant uses natural gas as its primary fuel in the Electricity generating. From the performance 
study at gas turbine states that Altitude 1 Inlet Pressure , Exhaust pressure , Compressor inlet temperature 1 Cleanliness of Compressor 
and Compressor Degradation are factors affect to gas Turbine Performance definitely. However , the factor of compressor cleanliness is 
capable control by testing its performance during plant operating in eveiy months. At this point, the result is Compared to Baseline rate 
which can predict the tendency of the decreased capacity and the increased heat rate. Besides , the performance Rate is also be 
considered in order to start compressor water washing. To keep good rate of Gas Turbine performance in beneficial for power plant 
because it causes high efficiency and decreases heat rate or fuel lost per capacity unit.

As mention above , CT-101 has started its operation in 1997 , the finding is the average capacity is higher than the 
capacity in 1996 ( + 296 kW ) and heat rate is lower than the rate in former year ( - 211.45 kJ/kWh ) Moreover 1 the average
capacity of CT-102 is higher than the capacity rate in 1996 ( + 295 kW ) and heat rate is lower than the rate in the previous year. 
Therefore 1 both CT-101 & CT-102 can save energy of 175,723.62 MkJ/year ( Million kilojoule per year ) and 119,306.10 MkJ/year 
respectively. The summation is the energy conservation of CT-101 & CT-102 are 1.797 % and 1.243 % respectively.
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