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อุตสาหกรรมกาชธรรมชาติในอ่าวไทยได้กอให้เกิดปัญหาทางสงแวดล้อมซ่ึงไมอาจหสีกเล่ียงได้น่ันคีอ เกิดสารปรอทซ่ึงเป็น I 
ผลพลอยได้จากกระบวนการกล่ันแยกกาชธรรมชาติ ปรอทเหล่าน้ีมิสารปนเปึอนลักษณะเป็นคราบสีดำ โลหะหนักไนรูปของอะมัลกัม และ ! 
เศษตะกอนตาง  ๆ จงไมสามารถน่าปรอทมาใช้ประโยชน์ได้ นอกจากน้ีความเป็นพิษของปรอททำให้ไม่สามารถท้ิงไว้ในสิงแวดล้อมได้ การ I 
วิจัยน้ีจึงได้ทดลองทำความสะอาดปรอทข้ันด้นโดยล้างด้วยสารลดแรงติงผิวเพ่ีอขจัดคราบสีดำออกบางส่วน และทดลองหาวิธีการทำปรอท 
ให้บรึสุทธ่ํเปรียบเทียบกัน 2 วิธีการ คอ การล้างด้วยกรดไนตรึกเจึ&จางและการกล่ันปรอทในสุญญากาศ วิธีการล้างด้วยกรดไนตรึกจะแปร I 
เปล่ียนความเข้ม'ช้นฃองกรด'ระ'หวาง 1, 2, 3, 4, 5, 6 % น้าหนัก/ปริมาตร และวิธีการกล่ันปรอทในสุญญากาศ 1-3 คร้ัง ท่ีอุณหภูมิ 192 “ช 
และความดัน 10 มิลสิบาร์ โดยท้ิง 2 วิธีน้ีจะใช้เคร่ืองมิอท่ีประดิษฐ์ข้ึนเองและพัฒนามาแล้วหลายข้ันตอน จากผลการวิเคราะห้พบวา 
สามารถทำให้ปรอทบรึสุทข้ึข้ึนได้จากปรอทต้ังด้นจากโรงแยกกาชท่ีมิความบรึสุทธ 99.99878-99.99881% เป็น 99.99926 - 99.99929%เม่ือ 
ใช้วิธีการล้างด้วยกรดไนตรึกเจึอจาง 6% น้าหนัก/ปริมาตร สวนวิธีการกล่ันปรอทในสภาวะสุญญากาศ 3 คร้ัง จะทำให้ปรอทบรึสุทธได้
99.99976 - 99.99978% ซ่ึงท้ิง 2 วิธีการน้ันทำให้ปรอทบริสุทธ่ํได้มากกวาปรอทมาตรฐานทางทันตกรรมจากตางประเทศท่ีน่าเช้ามาซ่ึง !
บรึสุทธ 99.99898 - 99.99901% ดังน้ันปรอทท่ีทำได้น้ีจึงสามารถใช้ทางทันตกรรมได้

;

เน่ืองจากปรอทเป็นสารพิษท่ีสามารถระเหยกลายเป็นไอปรอทได้ท่ีอุณหภูมิห้อง จึงได้ทำการวิจัยติดตามปริมาณปรอทใน !
อากาศในสถานท่ีปฏิบัติงาน และติดตามปริมาณปรอทสะสมในบุคคลท่ีอยูในบริเวณสถานท่ีปฏิบัติงาน ต้ังแต่เดอนกันยายน 2539 - เดิอน 
มิถุนายน 2540 พบวาปรอทท่ีพบในอากาศภายในห้องปฏิบัติงานบางห้องมิไอปรอทสูงข้ึน ส่วนปรอทในบัสสาวะพบวามิบุคคลท่ีเท่ียวช้อง j 
โดยตรงกับการทำปรอทให้บริสุทธได้รับปรอทสูงเกินจากปกติในบางเดิอนแตก็สามารถควบคุมให้อยูในสภาวะปกติได้หลังจากติดต้ังระบบ I 
กิาจัดไอพิษและมาตรการเท่ียวกับความปลอดภัยได้รับการปฏิบัติงานอยางตอเน่ือง ซ่ึงสามารถแสดงให้เห็นวาการวิจัยน้ีสามารถควบคุม I
ผลกระทบของปรอทตอล่ีงแวดล้อมในห้องปฏิบัติการได้

ภๅคๅๆท  สุหสาขา...........................................................  ลายม ือชอนิส ัต.................................... พ?#!!!!?.':.
สาขาวิชา .............................. ลายมือซออาจารย์ที่ปรึกษา c Jr...  

ลายมือชออาจารย์ที่ปรึกษาร่วม......ใโโ*ปการศึกษา ..^?..,



# # C826809 . MAJOR ENVIRONMTENTAL SCIENCE
KEYW ORD: MERCURY/ NATURAL GAS/ PURIFICATION/ ENVIRONMENT IMPACT

NANTANIT WANICHACHEVA : PURIFICATION METHOD FOR MERCURY FROM NATURAL GAS INDUSTRY 
AND ENVIRONMENTAL IMPACT ON LABORATORY SITE. THESIS ADVISOR : ASST. PROF. AMORN 
PETSOM, Ph D. THESIS COADVISOR : ASSOC. PROF CHATCHAREE SUCHATLAMPONG. 95 pp. ISBN 
974-637-259-9

v ; i 1 ย ์Ù  1ท่1 ไท I 1 : ท  t i l i d : / - 1 ! . ช า V '■  ไ -■ ■ ’ . • ะ , : ,1 V ,

Mercury, a by-product from natural gas refining process from the gulf of Thailand was found to contain 
some impurties such as black scum, heavy metals in the form of amalgum and many undissolve solids which is not 
suitable for any applications. Public awareness of its toxicity raises environmental concern about its storage and its 
disposal. Therefore the objective of this study was to purify this mercury for dental applications. Black scum and 
contaminated hydrocarbons we re cleaned by washing with surfactant. Then, the mercury was further purified by 
either washing with dilute solution of nitric acid Ci" triple vacuum distillation. The first method was performed by 
washing mercury with dilute nitric acid with varying concentration between 1, 2, 3, 4, 5, 6 % พ /V. The second 
method was done by distilling mercury 1 - 3 times under vacuum at 192° c  and 10 millibar pressure. The purity of 
mercury was monitored by determining trace metals such as Fe, Ni, Pb, Mn, Cu, Co, Cd with atomic absorption 
spectrophotometer. It was found that the purity of mercury was increased from 99.99878 - 99.99881 % (พ/พ) in 
original product to 99.99926 - 99.99929 % (พ/พ) by washing with 6% (W/V) nitric acid. Triple distillation gave 
mercury with the purity upto 99.99976 - 99.99979 % (พ/พ). The mercury optained from both treatments was 
found to be suitable for dental applications inwhich the purity of imported mercury for such usage was 
at 99.99898 - 99.99901 % (พ/พ).

The fact that mercury vaporizes at room temperature and Its vapor is toxic, therefore this study needed 
to monitor the amount of mercury in working area and the accumulation in exposed staffs during September 1996 to 
June 1997. It was found that mercury vapor rose in some laboratory involving the handling of mercury. Excessive 
mercury content in urine from exposed person was detected in certain months. Fortunately, this problem was solved 
when all the safety regulation was implimented and safety system was in operation. This research indicated that 
mercury purification in laboratory could be done without any impact on environment and personnels involved.
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