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บทคดัย่อภาษาไทย 

 ธนา ภทัรจรรยานนัท ์: การวิเคราะห์ปัจจยัและพื้นท่ีศึกษา ส าหรับสร้างโรงงานผลิตท่อ
ส่งก๊าซธรรมชาติ ดว้ยกระบวนการ AHP ร่วมกบัระบบสารสนเทศภูมิศาสตร์ GIS. ( 
FACTOR ANALYSIS AND STUDY AREA FOR BUILDING NATURAL GAS 
PIPELINE PLANTS WITH AHP PROCESS TOGETHER WITH GIS) อ.ท่ีปรึกษา
หลกั : รศ. ดร.ระหตัร โรจนประดิษฐ,์ อ.ท่ีปรึกษาร่วม : รศ. ดร.พรรณี ชีวินศิริวฒัน์ 

  
           การวิเคราะห์หาพื้นท่ีเหมาะสมเพื่อเป็นท่ีตั้งโรงงานผลิตท่อส่งก๊าซธรรมชาติ 

LNG บริเวณพื้นท่ีนิคมอุตสาหกรรมแหลมฉบงัและนิคมอุตสาหกรรมมาบตาพุด มีวตัถุประสงค์
เพื่อเพิ่มประสิทธิภาพในการผลิตและขนส่งสินคา้ เน่ืองจากตวัสินคา้มีลกัษณะเฉพาะ พร้อมทั้ง
ช่วยลดระยะเวลาในการคดัเลือกพื้นท่ีซ่ึงอาจกระทบต่อระยะเวลาในสัญญารับเหมาก่อสร้าง 
ผูว้ิจยัไดท้  าการรวบรวมความคิดเห็นจากผูเ้ช่ียวชาญดา้นโลจิสติกส์และวิศวกรผูป้ฏิบติังานจริง
จ านวน 7 ท่าน ในการประเมินล าดบัความส าคญัของปัจจยัหลกัซ่ึงแบ่งตามทฤษฎี 7R Logistics 
และปัจจยัรองภายในกลุ่มปัจจยัหลกัเดียวกนั ดว้ยกระบวนการล าดบัชั้นเชิงวิเคราะห์ (Analytical 
Hierarchy Process; AHP) จากนั้นจึงท าผลท่ีไดม้าน าเสนอร่วมกบั ระบบสารสนเทศภูมิศาสตร์ 
(GIS) เพื่อเป็นแนวทางในการพิจารณาเลือกพื้นท่ีต่อไป 

             ผลจากการวิเคราะห์ล าดบัส าคญัของปัจจยัพบว่า กลุ่มปัจจยัหลกัท่ีไดรั้บล าดบั
ความส าคญัของปัจจยัค่อนขา้งสูง ไดแ้ก่ ความสมบูรณ์ของสินคา้ (Right Conviction) 31.74% 
, ค ว าม ถู ก ต้อ ง เห ม าะส มท าง ภู มิ ศ าส ต ร์ แ ล ะค ว ามพ ร้อ ม ข อ งพื้ น ท่ี  (Right Place) 
28.04% และ ความถูกตอ้งด้านปริมาณสินคา้ (Right Quantity) 20.87% ส่วนกลุ่มปัจจยัหลกัท่ี
ได้รับล าดับความส าคญัค่อนขา้งน้อยได้แก่ ความถูกต้องเหมาะสมด้านต้นทุน  (Right Cost) 
10.66% และ ความถูกตอ้งในเร่ืองระยะเวลา (Right Time) 8.69% ซ่ึงเม่ือเปรียบเทียบคุณสมบติั
ของพื้นท่ีศึกษาพบว่าบริเวณพื้นท่ีนิคมอุสาหกรรมแหลมฉบงัมีคุณสมบติัตรงตามกลุ่มปัจจยัท่ีมี
ล าดับความส าคญัสูง มากกว่าบริเวณพื้นท่ีนิคมอุตสาหกรรมมาบตาพุด ส่วนกลุ่มปัจจัยท่ีมี
ความส าคญัค่อนขา้งนอ้ยทั้งสองพื้นท่ีมีคุณสมบติัท่ีใกลเ้คียงกนัทั้งสองพื้นท่ี 

               

 

สาขาวิชา การจดัการโลจิสติกส์และโซ่
อุปทาน 

ลายมือช่ือนิสิต ................................................ 

ปีการศึกษา 2563 ลายมือช่ือ อ.ท่ีปรึกษาหลกั .............................. 
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# # 6280021420 : MAJOR LOGISTICS AND SUPPLY CHAIN MANAGEMENT 
KEYWORD: AHP, กระบวนการล าดบัชั้นเชิงวิเคราะห์ (Analytical Hierarchy Process; AHP), 

7R Logistics 
 Thana Phattharajanyanan : FACTOR ANALYSIS AND STUDY AREA FOR 

BUILDING NATURAL GAS PIPELINE PLANTS WITH AHP PROCESS 
TOGETHER WITH GIS. Advisor: RAHUTH RODJANAPRADIED Co-advisor: 
PANNEE CHEEWINSIRIWAT 

  
             Analysis of the suitable area for the location of the LNG Pipeline production 

plant in the Laem Chabang Industrial Estate and Map Ta Phut Industrial Estate. It is intended to 
increase the efficiency of product production and transportation. Because the product itself is 
unique Along with helping to reduce the time for area selection, which may affect the duration 
of the construction contract. The researcher collected opinions from logistics experts and seven 
operational engineers to assess the priorities of the primary factors, divided according to 7R 
Logistics theory and secondary factors within the same primary factor group. With the 
analytical hierarchy process (Analytical Hierarchy Process (AHP), then the results were 
presented in conjunction with Geographic Information System (GIS) as a guideline for further 
consideration in selecting areas. 

             The results from the analysis of the priorities of the factors found that The 
main group of factors that received relatively high priorities were Right Conviction 
31.74% ,Right Place 28.04% and Right Quantity 20.87%. The main factor groups that received 
relatively little priorities were: Right Cost accuracy 10.66% and right time accuracy 8.69%. 
When comparing the qualifications of the study area, it was found that the Laem Chabang 
industrial estate area was qualified according to the factor group. High priority Than the Map 
Ta Phut Industrial Estate As for factors of relatively low importance, the two areas had similar. 

 Field of Study: Logistics and Supply Chain 
Management 

Student's Signature ............................... 

Academic Year: 2020 Advisor's Signature .............................. 
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